
Accoppiatrice e rifilatrice per cinture e/o strisce in genere con coltelli sagomati

Edge strip combing and trimming machine by shaped knives

PKS

 ~ Rulli autocentranti con innesto 
rapido

 ~ Regolazione millimetrica apertura 
tavolo

 ~ Regolazione millimetrica apertura 
rulli

 ~ Regolazione millimetrica della misura 
di taglio

 ~ Unità di pressatura punta
 ~ Aspirazione scarti
 ~ Meccanica interna modificata e 
migliorata

 ~ Luce led

O p t i O n a l

 ~ Kit guide per accoppiatura 3 mate-
riali

 ~ Rulli su richiesta del cliente
 ~ Gamma completa di coltelli
 ~ Affilatore universale coltelli

 ~ Self-centering rollers with easy and 
rapid bayonet system

 ~ Millimetric adjustment opening 
worktop

 ~ Millimetric adjustment opening 
rollers

 ~ Millimetric adjustment cutting size
 ~ Tip pressing unit
 ~ Exhauster for reject materials
 ~ Modified and improved internal 
mechanical

 ~ Led lamp

O p t i O n a l

 ~ Kit guide for 3 materials combining
 ~ Personalized rollers shapes
 ~ Full range of knives
 ~ Universal sharpening knives

D at i  t e c n i c i  /  D ata  s h e e t

 ~ Velocità max di trasporto / Max feeding speed: 18 m/min
 ~ Potenza installata / Installed power:1.7 kW
 ~ Consumo aria / Air consumption:16 N.l.
 ~ Voltaggio standard / Standard voltage:  400/50/3
 ~ Peso macchine /  Weight: 140 Kg
 ~ Dimensioni / Dimension: 65x60x135 cm



P a r T i C o l a r i  m a C C h i n a  /  M a c h i n e  s h O t s

P r o d o T T i  /  p r O d u c t s

GALLI S.p.A.
Via Cararola, 59

27029 Vigevano (PV) - Italy
tel. +39 0381 42423 - 344290

fax +39 0381 344118

e-mail: info@gallispa.it - www.gallispa.com - Skype - info.Galli.Spa

AFLS Rulli accoppiatura - Combining rollersGuide autocentranti - Autocentering guides


