hisERReaiE ( H2EF ) LHZ-018C

Zipper tooth removal machine (with frame)

Feature:

Mainly used for copper zipper
with corresponding mold tooth
removal, often used in the first
section of the zipper head
process.
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#U%% Model LHZ-018C
#11& Spes 3#/5#/T#
T & Voltage 220V
Ih#E Power 0.75KW
B# R~ Size 820%620*1540mm
47 Volume 0.96m*
HENW. 150KG
£EG.W. 185KG

Bri=@ILIE LHZ-018D(Z)

CNC Punching machine
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Feature:

Specially designed for the punching
of car seats and leather pieces, the
punching and receiving parts are
specially made according to the
punching of the pieces. Itis very
convenient and easy to operate, and
the step feeding size is accurate and
safe quality.

B2
#U8% Model
#1& Spes
& Voltage
I # Power
B#% Rt Size
@7 Volume
HENW.
EHEGW.

LHZ-018D(Z)
1600mm

380V

25HP
1200%3200*2450mm
2m’

2500KG

3000KG

#FL¥ LHZ-018DC

Punching machine
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Feature:

This product belongs to the electric
stamping machine, suitable for sofa,
cars, bags and other leather punching
holes.

&K LHZ-018E

Drilling machine

LONG HUZHOU
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HJ %% Model LHZ-018DC
#i1& Spes 500/600mm
& Voltage 220V
Ih# Power 1.5KW
B# R~ Size 1050*570*1070mm
f47% Volume 0.81m?*
HENW. 177KG
E£EGW. 224KG
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Feature:

This Machine can drill through
the holes, blind holes, can replace
special tools which the clients
requires, reaming, countersink,
reaming or tapping processing .
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AU3% Model LHZ-018E
#11& Spes 13mm

B E Voltage 220V

Ih % Power 0.18KW

% R~ Size 450*250*590mm
2% Volume 0.1m?

S N.W. 17KG
E£EG.W. 28KG



